
 

 

Job Specifications   
 
                                                                                           If you would like to bid on this job,  
October 15, 2020                                                          please contact Louis Gunn at  
                                                                                           lgunn@ithacanhs.org 
 

 
Division 07 Thermal & Moisture Protection 
Roofing 
1. Replace all main house roofing complete. 
2. Note: Owner to choose of color for shingles and drip edge. 
3. Strip all roof coverings and flashing to the boards or sheathing.  
4. Replace damaged sections of framing with replacement lumber of equal or greater bearing strength and 

dimension of original construction. 
5. Completely re-sheathe the roof installing 7/16” (minimum) OSB on all roof surfaces. 
6. Repair any fascia and soffits that are deteriorated or damaged with primed and painted (on all sides) # 2 pine 

lumber. Do not use pressure-treated lumber. 
7. Ice and water shield: Install on the entire complete roof. Install 3’ up each side from all valleys, flashed 

areas and drip edges. 
8. Drip edge - Install 2” heavy aluminum drip edge around entire perimeter of roof.  
9. Flashing: - If needs replacing, shall be 0.032" thick aluminum flashing installed according to the roofing 

manufacturer’s directions. Install with fasteners of proper galvanic properties. 
10. Replace roof flashings where needed for valleys, chimney/cricket, and wall joints.  
11. All mechanical penetrations to have new “roof boot” flashings. 
12. Install manufacturer-approved step flashing at all pitched roof/wall joints. 
13. All vertical wall flashing to be set behind the siding if replaced; (pull and re-apply siding as needed). 
14. Vertical flashing legs must be at least 4” high. 
15. Hold siding up from roof; leave 1” minimum spacing from siding to roofing at joint. 
16. Chimney flashing - let-in (to brick joints) step and counter flash with MFG approved methods. 
17. Metal “kick-out” flashing shall be provided at the end of roof/wall intersections to direct water away from 

wall and into gutters.  
18. All mechanical penetrations to have new “roof boot” flashings. 
19. All flashing to be bent on a brake or similar method to give crisp, tight fitting pieces. 
20. Ridge vent - install continuous shingle over style ridge vent to all accessible areas. 
21. Shingles - Install CertainTeed Landmark 35 yr. architectural shingles (OAE) on entire sloped roof and only 

on roof sections equal to or above 3/12 pitch according to the manufacturer’s  recommendations.  
22. Valleys to be cut style application with ends clipped according to the manufacturer’s directions not overlapped 

or woven. 
23. Low slope sections (less than 3/12 pitch); install “EPDM”, “Flintlastic” self-adhering bitumen or approved 

membrane roofing (OAE) on all low slope sections and at least 3’ up adjoining shingle sections according to 
the manufacturer’s directions. 

Gutters 
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1. Take down and clean out old gutters and downspouts.  
2. Reinstall gutters and downspouts after the roofing and fascia is completed. Hangers will be no more than 

24" O.C. fasten to the rafter tails. 
3. Adjust all downspouts so they are directing water 4ft. away from the home.  

Division 08 Doors, Windows & Openings 
Windows 
1. Provide and install twelve (12) replacement vinyl windows. Six (6) roughly 44 x 51 inches and two (2) 

roughly 32 x 48 inches. Use JED-WEN V 4500 Series.(OAE) 
a. Seven (7) to be double hung windows with half screens.  
b. Four (4)-hopper window unit with full screens for the basement. 

2. Windows to be double pane, Energy Star rated U.28 or lower, units with low-E glass. 
2. The Contractor shall be responsible for measuring and ordering window units and for verifying that existing 

openings are square and sound.  
3. All new windows shall be installed to manufacturer's specifications, plumb, square, and level, and shall 

operate and lock freely.  
4. Contractor shall provide and install all necessary extension jambs, and shall provide and install all trim on 

inside to match existing, as is practical. 
5. Prime and paint all related trim that is unfinished, disturbed or in poor condition.  
6. Caulk, insulate and seal around all windows with low or no VOC, paintable caulk before installing trim 

inside and out. 
7. Provide and install all new trim lumber where needed for the exterior and interior around the windows, 

prime all sides before installing. Use Low/No VOC paint. Owner to specify color. Do not use pressure 
treated lumber. 

8. After the exterior trim has been completed, wrap all new trim boards with aluminum coil stock bent on a 
metal brake. Caulk after coil stock work is done.  

Storm door 
1. Provide and install a 32-inch self-storing door for wall # four. Such as a mid – view Item # 16074, model # 

59008031M. Available at Lowes (OAE) 
 
Division 09 Finishes 
1. Provide and install all the trim for the new windows on the interior to match the other windows.  
2. On the exterior, wrap all the wooden trim around all the windows with aluminum coil stock bent on a 

brake.  
3. After the aluminum trim is installed, caulk all the seams around the windows even the ones that were not 

replaced. 
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