
 

 

Job Specifications      IURA   If you would like to bid on this  
        Job, Please contact Louis Gunn at  
        lgunn@ithacanhs.org 
July 22, 2020 
 
Division 06 General Carpentry 
Basement and Converted Garage Steps 
1. Provide and install all the material to repair the basement steps on both sides. 

a. Install new, code-compliant railings on both sides of steps, between 34” and 38" high,   4” maximum 
openings. 

b. Install graspable handrail on one side. No bigger than 2” in diameter, 34 to 38” high. 
c. Enclose the risers (toe kicks). 

2. Provide and install all the material for side guarding on the music room steps.  
a. Install new, code-compliant railings on one sides of steps between 34” and 38" high,   4” maximum 

openings. 
b. Provide graspable handrail no more than 2 inches in diameter, 34 to 38 Inches high on one side of steps. 
c. Enclose the risers (toe kicks). 

Bask door trim 
1. Provide and install all the material to trim the exterior of the back door. Trim shall match the trim on the rest 

of the house. 

Division 07 Thermal & Moisture Protection 
Gutters 
1. Adjust all downspouts so they are directing water a minimum of 4 feet away from the house. Install them in 

the four-inch drainpipe running to the street. 
2. Install new aluminum gutters on the back side of the garage with downspouts, directing the water 4 feet 

away from the home. 

Division 08 Windows, Doors, Openings 
1. Provide and install 5 basement hopper windows. Windows to be double pane, Energy Star rated U.28 or 

lower, low-E glass and fitted with full screen. ReliaBilt 30001 Tilt in hopper. Available at Lowe’s 
(OAE). 

2. The Contractor shall be responsible for framing openings to size and ordering window units and for 
verifying that openings are square and plumb.  

3. All new windows shall be installed to manufacturer's specifications, plumb, square, and level, and shall 
operate and lock freely.  

4. Spray foam insulation around the windows before the trim is installed. 
5. Contractor shall provide and install all necessary extension jambs, and trim to match all windows. 
6. Prime and paint all related trim that is unfinished, with one primer and two finish coats of low/no VOC 

Sherwin Williams Duration Paint. (OAE). Homeowner chooses color. 

Division 23 HVAC 
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Converted garage 
1. Provide and install all the material for a heat run out to the converted garage. 

Division 26 Electrical 
2. Provide and install a 20-amp breaker, wire, outlet, cover and box for a new sump pump in the basement. 
3. Provide and install new bathroom ceiling fan & light; fan ducted to exterior, Energy Star; item#; 10064/ 

Model#: QT140LE. Available at Lowe’s (OAE). 
4. Provide and install a CO/ smoke detector in the basement close to the fur 
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